
1. UPON COMPLETION OF FABRICATION AND PRIOR TO
PAINTING, THREADED OUTLETS SHALL HAVE THREAD 

2. SEE SPECIFICATIONS FOR PAINTING REQUIREMENTS.
3. OPENINGS SHALL BE TEMPORARILY CLOSED TO

PREVENT CONTAMINATION DURING HANDLING, SHIPPING
AND UNLOADING OPERATIONS.

4. OPENINGS IN TANK FOR PIPE CONNECTIONS SHALL 
BE OF THE SIZES AND TYPES INDICATED IN THE

5. THE BERM UNDER THE TANK SHELL SHALL BE LEVEL
WITHIN ±1/8" (3 mm) IN ANY 10' (3.05 m) OF
CIRCUMFERENCE AND ±1/2" (13 mm) IN THE
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COARSE GRAVEL COMPACTED FILL OF COARSE SAND
FIRM, UNDISTURBED EARTH

3"(76 mm)

3/8" (10 mm)
 STEEL ROD

2 1/2"x3/8"
(63x10 mm) 1/4" (6 mm)

APPROX. WEIGHT
120 LBS.

HANDLE, TYP., MADE
FROM 1/2" (13 mm)
SMOOTH STEEL STOCK
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-0

"
1'

-0
"

PLAN

HEAVY DUTY HASP MIN.
1/8" (3 mm) THICK x
1 1/4" (32 mm) WIDE.
CUT TO FIT SIDE OF LID.
COAT SAME AS TANK

3/8" (10 mm) THICK 
SPACER CUT 1/4" (6 mm)
LARGER THAN STAPLE 
PLATE. COAT SAME AS

1/8
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BOTTOM

BOTTOM
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2" (51 mm) GOOSE-

3/16

3"x1/4"x8" 
(76x6x203

3/16" (5 mm)
 STEEL

1/4

OUTSIDE OF TANK

FLAT STEEL WELDING FLANGE 1/4

SIDE VIEW

31" O.D. 1/2" (13 mm)1/2" (13 mm)

32" (813 mm)

3"

TYP.
3/16

1/4

3/16

150-LB. (68 kg) SLIP-
ON FLANGE COMPLETE
WITH GASKET &

150-LB.(68 kg)
WELDING NECK FLANGE.

OUTSIDE OF TANK

SEAMLESS STEEL EXTRA
STRONG PIPE COUPLING

3/16

STEEL BAR, 3"x1/4"x 
8'-5"(76x6x2565 mm)

VENT W/INSECT SCREEN

NECK ROOF VENT

BUTT WELD

1/8

1/8

3" (76 mm) MIN. COMPACTED SAND/
ASPHALT MIX EXTEND MIN. 2" (51 mm)

(5 mm)
STEEL PLATE

(76x76x6 mm)

(5 mm)

3/16
(5 mm)

3/16" (5 mm)

6. THE METRIC CONVERSIONS ARE PROVIDED IN
PARENTHESIS FOLLOWING THE ENGLISH UNITS.
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BEYOND TANK EDGE.

PROTECTORS INSTALLED.

SPECIFICATIONS.

TOTAL CIRCUMFERENCE.
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